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SHEET METAL STORAGE
1.	Oiling and passivation of galvanised sheet metal provides protection against white corrosion for the duration of transport only.
2.	Plates stored in packs and coils must not be stored outdoors or in rooms where they may be exposed to moisture and temperature changes. In particular, zinc, magnelis and aluzinc coatings that are exposed to the weather, i.e. without a protective zone, are susceptible to water condensation with limited air access (stacked sheets). Particular care should be taken when unloading in winter conditions and storing in heated warehouses. As a result of the temperature change, water may appear between the sheets.
3.	Sheets that have become wet during transport or storage should be dried, and then be interleaved to allow free air circulation. After drying, galvanised (alluzinc) sheets should be inspected and coated with a layer of preserving oil.
4.	Sheets intended for long-term storage must be inspected and coated with a layer of machine oil (for galvanised, magnelis and aluzinc steel sheets) and, above all, protected from moisture (for all sheets) and additionally from UV radiation (for anti-condensation sheets).
5.	The effect of not following the above recommendations is the relatively quick formation of zinc corrosion (for galvanised and alloyed sheets, it may be just a few days) – that is, white layers that are loosely bonded to the substrate and provide no protection against corrosion.
6.	Coated sheets in their factory packaging should not be stored for more than 3 weeks from the date of manufacture. After this time, the packaging should be cut open and the sheets rearranged with dividers so as to allow free air circulation. The maximum storage time should not exceed 6 months from the date of manufacture; otherwise, the guarantee will be invalidated. In the case of anticondensate sheets, please make sure to read the storage and installation recommendations available at www.pruszynski.com.pl under the Downloads tab.
7.	Protective films are used to further protect coated sheets from mechanical damage, stresses and impacts that may occur during transport, handling, and profiling during production. The use of protective films never removes the obligation to adequately protect the sheets during storage, neither from the harmful effects of chemical agents nor from mechanical damage during further processing. It is advisable to gradually remove the film from the finished profiles, element by element, before fixing the wall and roof elements to the building. Improper storage may make it difficult to remove the protective film and leave adhesive marks on the sheets. The protective foil should be removed from the surface of the sheet within three weeks of the date of manufacture of the sheet if the goods are stored properly, i.e. at a positive temperature, not in high humidity and out of direct sunlight. Failure to maintain proper storage conditions for the goods may reduce the film removal time to three days from the date of delivery of the goods.
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